HSM V-Press 503 eco

HSM V-Press 503 vertical baling press e«

Easy installation and operation make the HSM V-press
ideal model for small material volumes.

Technical data

Order number: 6154104
EAN 4026631073387
Pressing power: 30 kN

Specific pressing po@egF:N/cm?2
Voltage / Frequency:230 V / 50 Hz

Cycle time when idliB@® s
vacio:

Volume throughput im3,13 m3/h
idle operation (theor.):

Loading aperture widiB0 x 505 mm
X height:

Product information

Bale length x Bale wirdit®hh x 500 x 850 mm
x Bale height:

Bale weight: 50 kg

Noise level (idle ca. 68 dB(A)
operation):

Width x Depth x Heigh83 x 679 x 1962 mm
Weight: 250 kg
Type of consumablesStrapping tape

Press material: Plastic film, Mixed paper,
Cardboard

Bale removal and transport Mithoprocessor controller whithw installation height and smal
discharge trolley membrane keypad footprint
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Comprime cartén y plastico Inicio automatico

Apta para cartén y plastico. Inicio automatico del proceso de
prensado tras cerrar la puerta.

Puerta doble Palanca

Para llenar la prensa se abre la Palanca por apertura de la puerta
mitad superior de las puertas hacia rapida y segura.

la derecha.

Prensado optimizado

Plancha de prensado maciza con guia
excepcionalmente estable.

Atadura

Atadura manual de la bala con cinta
continua de poliéster.
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Made in cost simple 95% volume
Germany effective operation reduction
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