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V-Press 818 Plus 630243342
used vertical baling press HSM V-Press 818 plus
Door configuration: loading flap
Door lock: handwheel
Emergency stop push button
incl. operating manual and declaration of conformity

- year of construction 2024
- tape strapping

Technical details
- Driving power: 4 KW
- Voltage: 3PH 400 V / 50 Hz
- Pressing power: 185 ND
- Theor. cycle time: 27 s
- Bale weight: up to 200 kg (depending on material)
- Max. bale size LxWxH: 1.200x780x700 mm
- Dimensions machine WxDxH: 1.700x1.046x2.370 mm
- Weight machine approx.: 1.031 kg
- Bale counter, Graphic-capable display, Keypad,
actual state display, auto start-stop function,
automatic bale ejection, cardboardand film programme,
torsion control system (TCS), working hour meter
- Semi-automatic 4fold strapping with strapping tape
- Basic equipment: 4 castors strapping tape WG 40
- Order no. tape/wire: 6212993010

You require the following power connection :
Connector type CEE 5x16A/400V/6H
fuse protection 3x16 A, fuse protection C, GL, K

technical and optical modifications reserved
product image is an example image

delivery time: on demand

Modifications and errors reserved

Caractéristiques

Réf. d'article : 6050414G05085

Pression de compactage
spécifique:

185 kN

Tension / Fréquence: 400 V / 50 Hz

Poids: 1070 kg

Standort: Allemagne

Type de produit: Presses à balles verticales
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