/ ®

= HSM Powerline FA 500.3 - 6 x 40-53 mm

Mogenb Tom-Knacca apxXmMBHLIX YHUUYTOXMTENEn
nDoKymeHTOoB cepmn HSM Powerline. 1aHHbIN MOLLHbLIN

arperaT co34aH creunanbHo AN YHUYTOXKEHUS 60nbLLINX
06BbEMOB apXUBHbIX ,D,OKyMeHTOB.
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Cneuundukauum
Homep ToBapa: 1990114 EAN: 4026631033190
Twun pesku: YacTuiua YposeHb cekpeTHocTH (DIN E-2|0-2|P-3|T-3

66399 / ISO/IEC 21964):

Kon-Bo nuctos 3a pas (80 300 - 350 Paboyas wmpunHa: 500 mm
r/m2?):
MowHoCTb MOTOpa: 7.5 kW HanpsixkeHue / yacToTa: 400 V /50 Hz
LWnpuHa x FnybuHa x BeicoTa: 1168 x 1796 x 1792 mm Bec: 905 kg
OnucaHmue:
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We have integrated an automatic  To enable you to shred The height at which the data
oiler into the device which will documents in a continuous media is inserted into the
ensure it runs smoothly, giving operation mode, the shredder has shredder means working with it is
you a consistently high cutting a powerful motor. This gives not easy and convenient
capacity and quality. only reliable continuous

operation, but also a high level of
shredding capacity.



The waste container can be easily

removed and emptied.

The device can be used on a
mobile basis and has smooth-
running, stable castors with a
parking brake.

Our multifunction control panel
means that anyone and everyone
can use the device intuitively
without having to undergo
extensive training.

Safety is a high priority for HSM
and so we have incorporated an
emergency off safety bar on the
loading table, which stops the

device when pressure is applied.

For more space to store
materials, there is an extension
to the loading table (600 mm).
The extension is on the left hand
side.

The induction-hardened, solid
steel cutting rollers are robust
and ensure a high level of
durability.
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